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                                                                Data Sheet
              
PRODUCT PROFILE

                                Novocoat Protective Coatings consistently produces products of exceptional




chemistry delivering the best in corrosion protection, while being safe for our





environment and totally user friendly.


CSP-1100 is a 100% solids low viscosity primer designed for sealing concrete. 




Its slow cure rate makes it ideal for warm weather application. CSP-1100 is a




100% solids, low viscosity hybrid novolac epoxy primer designed for deep
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penetration and sealing of concrete surfaces. CPS-1100 helps eliminate out-




gassing and bubbles. CPS-1100 can be applied to green concrete as young




as seven days.




PRODUCT FEATURES and BENEFITS




.100% Solids, No VOC’s




.Low viscosity, deep penetrating sealant




.Eliminates outgassing caused by traditional primers
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PHYSICAL PROPERTIES
PUMP SPECIFICATIONS  
Color
: Light Amber


Elongation @3 mils
: 15%
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Pump Ratio    
25 : 1 or greater
Flash Point
: >250oF (121oC)
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Minimum Output  2500 psi
Pull-Off Adhesion Test ASTM D 4541
: Minimum adhesion is 2750 psi
Product Hose :   
0.375~0.5
Recommended Thickness

  : 3 ~5 mils (use 2 coats on concrete 
Min-Optimum ID 
inch

with high porosity)
Max. Length
100 feet
Specific Gravity
: Resin : 1.08     Hardener : 0.94
CURE TIME (at 70oF or 21oC)

POT LIFE
Re-coat Window
5~12 hours
Touch Free 
12~15 hours*
50oF (10oC) not recommended below 55oF 
: 1 hour 20 minutes

Full Cure
7 Days
75oF (24oC)
: 50 minutes
*Fast Cure & Winter Formulas available.
92oF (33oC)
: 30 minutes

Note: Do not keep the blended coating in the original container unless immediate use is planned.

Otherwise, exotherm-heat created during the curing process-will considerably shorten the pot life.


Pour the coating into a rolling tray or large aluminum-basting pan. Try to keep the depth of the coating


In the tray below 3/8”.
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제품설명

본 CSP-1100 코팅제는 콘크리트상에 내약품성 또는 내마모성 코팅제를 코팅하기 전에 콘크리트와 코팅제
의 접착력을 높이고 표면의 GAS와 기포를 제거하기 위한 목적으로 초벌 코팅을 하는 프라이머입니다.
콘크리트와의 접착력이 최소 2750 psi 이며, 점도가 낮아 콘크리트 틈새의 실링(봉합) 역할까지 하는 100% 

고형 복합재 입니다.
제품특징
· 100% 고형으로 휘발성 유기물이 포함되어 있지 않습니다.
· 점도가 낮아 콘크리트에 깊숙하게 침투 됩니다.
· 기존 실란트의 문제점인 GAS와 기포가 발생되지 않습니다.

물리적 성질
.앞 페이지의 PHYSICAL PROPERTIES 항 참조
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             CSP – 1100 (콘크리트코팅 프라이머)











