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PRODUCT PROFILE

                                CSP-Polymer Protective Coatings consistently produces products of exceptional




chemistry delivering the best in corrosion protection, while being safe for our





environment and totally user friendly.





CSP-2000M has been engineered for areas where severe abrasion resistance with




less than 24 mg loss on ASTM-D-4060 test. CSP-2000M provides outstanding
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long term wear characteristics.




PRODUCT FEATURES and BENEFITS




.100% Solids, No VOC’s




.Long term wear protection




.Excellent abrasion resistance
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PHYSICAL PROPERTIES
CHEMICAL RESISTANCE  
Color
: Dark Grey

Flash Point
: >250oF (121oC)
Acetic Acid 10%
Pull-Off Adhesion Test ASTM D 4541
: Minimum adhesion is 2550 psi

Ammonium Hydroxide 25%
Tabor Abrasion ASTM D 4060
: <24 mg (CS 17 Wheel 1000 Cycles
Brine Water 


   1 Kg load)
Copper Sulfate
Recommended Thickness
: 2 coats @ 8~12 mils each
Diesel Fuel
Specific Gravity
: Resin : 1.48   Hardener : 1.02


Fatty Acids
Volatile Organic Compounds (VOC)
: 0 grams/liter
Gasoline


Hydrochloric Acid up to 30%
Isopropyl Alcohol
POT LIFE
Mineral Spirits
Potassium Hydroxide 50% 
40oF (4oC)
: 8 hours 30 minutes

Sodium Hydroxide 50%
75oF (24oC)
: 2 hours 30 minutes
Sulfuric Acid 50%
92oF (33oC)
: 55 minutes
Sewage
Note: Do not keep the blended coating in the original container unless immediate use is planned.
Alkalis
Otherwise, exotherm-heat created during the curing process-will considerably shorten the pot life.

Fresh and non-potable water
Pour the coating into a rolling tray or large aluminum-basting pan. Try to keep the depth of the coating


In the tray below 3/8”.



SERVICE TEMPERATURE


Dry Service
: 220oF (104oC)



Spill/Splash
: 180oF (82.2oC)



Immersion Service*
: 170oF (76.7oC)


 
*Immersion with solvents, mineral acids, or alkalines, or if over 150oF contact factory.
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        Data Sheet
제품설명

본 CSP-2000M 은 ASTM-D-4060 Test에서 24mg 이하의 값을 나타낸 고성능 내마모성 코팅제로 심각한

마모가 발생하는 곳에 탁월합니다. CSP-2000M은 장기간에 걸쳐 마모를 방지하여 줄 것입니다.
시공가능한 소재
.콘크리트 및 모든 금속재료
물리적 성질
.앞 페이지의 PHYSICAL PROPERTIES 항 참조
내약품성
.앞 페이지의 CHEMICAL RESISTANCE 항 참조
코팅 후 사용온도
.앞 페이지의 SERVICE TEMPERATURE 항 참조
경화시간 (21oC)
.재코팅 시간범위

24 시간

.가벼운 하중

2 일 

.액체 침적시

3 일

.최종/약품 취급시
7 일
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             CSP – 2000M (고성능 내마모성 코팅제)











